
Warning:All fasteners must be locked tightly.Otherwise 
the inverter may be flooded,resulting in machine failure.
In such case, warranty shall not be provided.
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Distance for drilling holes The wall bracket fixation Inverter installation
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AC cable and the cover installation

Tightening the 6 screws and the 
screws are not over the surface 

Tightening the screw in
anticlockwise direction

RS 485 Communication
cable assembly  

This procedure can only apply the inverter 

with RS-485 communication
Earth cable Connection  

Configure Setting  Setting Time

Pin1-----485-B2
Pin2-----485-A2
Pin3-----485-B1
Pin4-----485-A1
Pin5-----485-B1
Pin6-----485-A1

Inverter
side

Language Time

Date&time 13:45:20

Comm Date

Safety 2018.09.11

Configuration

Press‘△‘‘▽‘to change value

Language

Date&time

Comm

Safety

Configuration

Press‘△‘‘▽‘to select menu Press ‘    ��‘to enter set item 

Language Time

Date&time 13:45:20

Comm Date

Safety 2018.09.11

Configuration

Language Time

Date&time 13:45:20

Comm Date

Safety 2018.09.11

Configuration

Press‘     ‘to select value

Language Time

Date&time 13:45:20

Comm Date

Safety 2018.09.11

Configuration

Press ‘     ‘3s to save setting

Language Time

Date&time 13:45:20

Comm Date

Safety 2018.09.11

Configuration

Press Esc to exit

Running Info

Grid Volt 000 V 000 V 000 V

Grid Curr 00.0A 00.0A 00.0A

Grid Freq

DC Volt  1~3: 0 V

0.0 A

A

12.3 A

0 V

0.0 A

12.3 A

0 A

0 V

0.0 A

A

6.2 A

DC Curr 1~3:

Str Curr  1~3:

Str Curr  4~6:

00.00Hz 00.00Hz 00.00Hz

Language

Date&time

Comm

Safety

Configuration

Press ‘    ��‘to enter set item 

Language G59/3

Date&time Australia

Comm France

Safety China

Configuration

Press‘△‘‘▽‘to select menu

▽

Press‘△‘‘▽‘to change safety

Language G59/3

Date&time Australia

Comm France

Safety China

Configuration

▽

Language G59/3

Date&time Australia

Comm France

Safety China

Configuration

Press ‘     ‘3s to save safety

▽

Language 50Hz Default

Date&time Pilipinas

Comm Ireland

Safety Taiwan

Configuration

Press Esc to exit
▽

0.00kW

Utility Loss 2018-09-11
09 34.04

E-TOTAL

3123.2kWh

E-DAY

0.0kWh

GPRS

Step1: Turn on DC power of inverter.

Step2: Push “▽△”inter the“configuration”

Step1: Turn on DC power of inverter.

Step2: Push “▽△”inter the“configuration”

DC cable wiring and connection
DC cable should be use dedicated PV cable(Suggest using 4mm  PV1-F cable)2
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